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Specifications 
Above image is for representation purpose only. Real unit might look different 

Portwell specializes in the development of industrial embedded systems and 
industrial computer motherboards, with its core focus on Design & 
Manufacturing Services (DMS). It provides highly customized solutions 
covering every stage from concept to mass production.  
Portwell offers Data center servers to assist partners in achieving 
comprehensive monitoring and real-time optimization of AIoT systems, 
enhancing business efficiency and productivity. By leveraging innovative 
technologies and continuously improving its flexible DMS, Portwell 
collaborates with customers to create a new future for smart IoT. 

 

  

Form Factor 1U Rackmount Xeon Server 

CPU 
Intel® Xeon® Gold 5418Y, 2.00 GHz Base frequency, 3.80 Ghz Turbo – 4th Gen processor 
24 Cores 48 Threads, 45M Cache, 185W TDP   

Socket Single 1 x LGA 4677 (Socket E) 

Chipset Intel® C741 Chipset 

Memory 

32GB DDR5 REG ECC 
Supports 8-Channel DDR5 memory, 8 x DIMM slots RDIMM up to 96GB supported, 3DS RDIMM  
up to 256GB supported 
5th Gen Intel Xeon: Up to 5600 MT/s 
4th Gen Intel Xeon & Intel Xeon Max Series: Up to 4800 MT/s 

LAN 
4 x Copper Rj45 ports 
2 nos as NIC Intel i350-T2V2 - 5 GT/s x 4 Lane 
2 nos as Intel® I210-AT onboard - 1 x 10/100/1000 management LAN 

Video Integrated in ASPEED® AST2600 - 1 x VGA port 

Audio Not available 

Storage 
960GB Exasend 2.5' SATA EXSE4A960GB 
Supports 3 x SlimSAS with 12 x SATA 6Gb/s ports, 1 x M.2 slot:- M-key,  
PCIe Gen3 x4, supports 2280 cards 

RAID 
Intel® SATA RAID 0/1/10/5 available 
LSI 9361-8I 2GB integrated SAS~RAID 

Expansion options 
3 x PCIe x16 (Gen5 x16) slots 
2 x PCIe x16 (Gen5 x16 or x8) slots  
2 x PCIe x16 (Gen5 x8) slots 

Rear I/O 4 x USB 3.2 Gen1, 1 x VGA, 1 x COM, 2 x RJ45, 1 x MLAN 

Internal I/O options 
1 x CPU fan header, 5 x System fan headers, 1 x USB 3.2 Gen1 header, 1 x Front panel header, 1 x Back plane 
board header, 1 x PMBus header, 1 x IPMB header, 1 x VROC connector 

TPM 1 x TPM header with SPI interface (Optional TPM2.0 kit: CTM010) 

OS Compatibility 

Windows Server 2019 / 2022 
RHEL 8.6 / 8.7 / 9.0 / 9.1 / 9.2 / 9.3 ( x64) SLES 15 SP3 / 15 SP4 / SP5 ( x64) 
Ubuntu 22.04 / 22.04.1 / 22.04.2 / 22.04.3LTS (x64) 
VMware ESXi 7.0 Update 3o / 8.0 Update 1 / 8.0 Update 2 Citrix Hypervisor 8.2 LTSR CU1 

Board Management ASPEED® AST2600 Baseboard Management Controller 

Mechanical Dimensions 660 x 438.5 x 43.5 (mm), 26" x 17.2" x 1.7” 

Drive Bays 10 x 2.5" (Hot-swap) (Tool-less) 

LED indicators 1 x Power Status, 2 x LAN Activity, 1 x UID,1 x System status 

Front Control Power On/Off, UID, 2 x USB3.0 

Cooling Fans Middle: 5 x 40 mm (T=28mm) (Maximum to T=56mm, Up to 6 units) 

Power supply 
1U - 1+1 Redundant 
230V AC power input 

Environmental 

Operating temperature: 10°C to 40°C  
Operating humidity: 8-80% (non-condensing)  
Non-operating temperature: -40°C to 60°C 
Non-operating humidity: 20%-95% (non-condensing) 

 

Contact : 

Portwell India Technology Pvt Ltd 
7/3 3rd Floor, Jeet Dynasty, Swami Vivekananda Road, Nagavarapalya, Bangalore 560093. Karnataka, IN 
Call : +91 80 40782700. Web : www.portwell.in  Mail : enquiry@portwell.in  
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